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A multi purpose secondary containment system to catch fuel or chemical spills. 
Meets environmental legislation – ISO 14001: 2004. 

Manufactured to ISO 9001 2015 
Quality standard from (900gsm) 
rip stop acrylic and vinyl coated 
polyester fabric.  
 

Aluminium wall supports. 
 

Registered Design No:  2104475. 
 

Add-ons Available 
 Polythene liner 
 Ground mat 
 Protective mat 
 Overflow control kit 
 Bazooka Filter System 

 

Please see overleaf>> 
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Size 

m x m 
Assembled  Packaged  Weight Capacity 

1 x 1 1 x 1 x 0.25m h 
40 x 40 x 10" h 

0.6 x 0.10 x 0.30m h 
24 x 4 x 12" h 

5.2 kg 
11.5 lbs 

250 Litres 
60 US Gal 

1 x 2 1 x 2 x 0.25m h 
40 x 80 x 10" h 

0.6 x 0.10 x 0.30m h 
24 x 4 x 12" h 

7.5 kg 
16.5 lbs 

500 Litres 
120 US Gal 

1.5 x 1.5 
 

1.5 x 1.5 x 0.25m h 
59 x 59 x 10" h 

0.6 x 0.10 x 0.30m h 
24 x 4 x 12" h 

8kg 
17.5 lbs 

562 Litres 
148 US Gal 

2 x 2 2 x 2 x 0.25m h 
80 x 80 x 10" h 

0.6 x 0.15 x 0.35m h 
24 x 6 x 14" h 

11 kg 
24.5 lbs 

1000 Litres 
240 US Gal 

2 x 3.5 2 x 3.5 x 0.25m h 
80 x 138 x 10" h 

0.6 x 0.15 x 0.35m h 
24 x 6 x 14" h 

16 kg 
35.5 lbs 

1750 Litres 
420 US Gal 

2.5 x 3 2.5 x 3 x 0.25m h 
98 x 120 x 10" h 

0.6 x 0.15 x 0.35m h 
24 x 6 x 14" h  

17kg 
38 lbs 

1875 Litres 
495 US Gal 

2.5 x 6 2.5 x 6 x 0.25m h 
98 x 236 x 10" h 

0.8 x 0.36 x 0.22 h 
32 x 14 x 9" h 

25 kg 
55.0 lbs 

3750 Litres 
900 US Gal 

3.5 x 4.5 3.5 x 4.5 x 0.25m h 
138 x 177 x 10" h 

0.8 x 0.36 x 0.22m h 
32 x 14 x 9" h 

28 kg 
61.5 lbs 

3950 Litres 
960 US Gal 

 Bunding of tanks and drums.  
 Plant and generator bunding 
 Catches fuel and chemical spills or drips 
 Portable decon pool for people and equipment 
 Effluent, sewage and waste liquid catchment 
 Vehicle and equipment wash-down 

 Simple assembly, no tools required 
 Easy to transport, low weight and size  
 Suitable for all climates 
 Corrosion resistant 
 Air inflation not required 
 Adapts to uneven ground 
 Easy to clean 
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                Supplied in an easy carry bag 
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 Provides extra protection on  
rough or sharp ground 

 Made from heavy duty vinyl 
coated reinforced fabric 

 Can be used as an additional 
washable work area 

 

 

 Automatically drains rainwater from 
underneath floating oil or debris. 

 Offers controlled overflow &  
emptying of bund. 

 Valve outlet for flow regulation. 
 Corrosion resistant 

 

 

 Provides extra protection 
for the inside of the tank 
from sharp equipment or 
heavy loads 

 

      

 Made from food grade polythene 
 Prevents cross contamination 
 Protects inside of tank from  

aggressive liquids. 
 Minimises cleaning of tank  

after use with dirty or oily contents. 

Ground Mat 

Protective Mat 

Overflow Control Kit 

   Polythene liner 

Add-ons 
BUND 

        Bazooka Filter System 

 Designed to safety allow waste water to be processed & released. 
 Easily fitted to Bund. 
 Uses C.I. Agent Hydro Sheen Filter. 
 Filter need only be replaced after a catastrophic spill unless  

inspection indicates it is has become blocked. 
 


