
 
 
 

 
 

 
 
 
 
 

 
A system for the decontamination of civilian casualties after a chemical, biological, 

radiation incident or CBRN terrorist attack.  

 Simple assembly, no tools required 
 Suitable for a wide range of climates 
 Corrosion resistant 
 Multipurpose use 
 Hygienic and easy to clean 
 Adapts to uneven ground 
 Easy to transport 

 Decontamination  
 Training  
 Wash-down 
 Containment of hazardous chemicals 
 Rapid treatment of casualties 
 Preparation for terrorist CBRN attacks 

Manufactured to ISO 9001 
2015 Quality standard from 
(900gsm) rip stop acrylic and 
vinyl coated polyester fabric.  
 
Structural aluminium frame & 
joins. Stainless steel fittings. 
 
Temp Range -30˚C to +70˚C. 
UV Resistant. 
 
Add-ons Available 

 Ground Mat 
 Tank Polythene Liner 

Tank Roof Cover 
Tank Anti-slip Mat 
Tank Hand Pump 
Sitting Bars 
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System Contains Assembled Packaged Weight 

EzeeBOX® 1.61 x 0.46 x 0.50m - 19kg 

1 HDS tank (wash water) 
1 HDS tank (dirty water) 1.2 x 1.2 x 0.60m  1.2 x 0.21 x 0.16m  

9kg 
9kg 

HDS Bund  2.0 x 3.0 x 0.25m 0.78 x 0.3 x 0.11m 13kg 

HDS Mesh Table 2.15 x 0.75 x 0.73m 1.10 x 0.20 x 0.12m 6.8kg 

HDS Stretcher 2.32 x 0.74 m 1.37 x 0.14 x 0.1m 5.6kg 

HDS Soft Stretcher 1.85 x 0.7 m 0.22 x 0.25 x 0.1m 1.1kg 

HDS Privacy/Splash Screen 4.2 x 1.58 m 1.54 x 0.2 x 0.1 m 6kg 

HDS Ground Mat 2.5 x 6m x 500gsm 0.87 x 0.3 x 0.9 7.5 kg 

HDS Fabric Repair Kit - 0.17 x 0.06m Ø 0.12kg 

Total packaged weight in EzeeBOX  78kg 
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     All in one EzeeBOX 
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ne

fit
s 

Complete system,  
1 EzeeBOX 


